PPODUCT EULLSTE SCRIMLESS BULLETIN NO: J-5703
e T R
- . COMPOUND
APFROVALS *V ~ PRODUCING PLANT CANCELS: J-6503
_ Lg@@ % q_.: 3 - SEATTLE - DAT:E: 5/31/72 |
BULLETIH . DESCRIFTION g FOUNDS | &I
225 Lincoln Clay ‘ 2.85 150
251 | Mica AMC; PBOF 7.60 400
s Asbestog,zﬁpio 5 1,90 100
040 Asbestos 7D1 2,85 150
397 Silica Flour (325) - 18.99 1000
383‘ Silica é;nd 20 Mesh, White 56.97 3000
084 Gelva 702 o 7.60° 400
245 Thickner 228 Methocel L19 10
320 Di Butyl Phthalate DLC .76 40
454, Defoamer PD-1 11 6
439 Tamol 731-SD .08 4
453 Preservative Dow 75 .10 5
432 Solfast Greeﬂ Y - 0.25 |4 ¢
TOTAL 10000 5265.25

MANUFACTURING INSTRUCTIONS:

1. See Process Bulletin J-303,
2, Mixing time shall be B minutes minimum and 12 minvtes maximum,

QUALITY CONTRQL:

TM-1 “¥iscosity, 50 gr Conical Yicat @ 5 sec.

‘{200 grams to 108 cc water)

TM-3A Bond to Cableboard

TM-6 Application

T™M-7 Workability

30 to 33 o

Equal to Standard

Eqﬁal to Standard

Equeal to Stendard

KG2001612
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: - COMFOUND e
APPROYALS: : . CANCELS: J-6503
@@‘ QM 7 N DATE: 5/31/72
v oA ' -
PR CIF NS: \ -
s hogd 7 . -
™1 Yiscosity, 50 gr Conical Vicat € 5 secs :
(200 gr to 108 cc water) 30 - 33 mm
TH-2 PH (Beckman meter) S 8.0 to 9.0
TM-3A Bond to Cableboard ’ Equal to Standard
™6 " Applicstion Equal to Standard
T™-7 Workability ' Equal to Standard
T™-9 Shrinkage _ 304 Maximum
TM-15 Mixing Equal to Standard
'\( T™-37 Flexural Strength 70 Minimum
X TM-38 Deflection : 0,09 Minimum

KG2001613



